
(740) 522-6282

HEATH, OH 43056

60 DORSEY MILL RD. EAST

WATER DISTRIBUTION

(740) 522-4802

HEATH, OH 43056

719 LICKING VIEW DR.

SEWAGE TREATMENT PLANT

(740) 522-4858

HEATH, OH 43056

550 DOG LEG ROAD

STREET DEPARTMENT

ENGINEERS:

CITY OF HEATH,OHIO

(740) 522-3361

HEATH, OH 43056

580 CYNTHIA STREET

PARKS & RECREATION

(740) 522-1677

HEATH, OH 43056

70 DORSEY MILL RD. EAST

WATER TREATMENT PLANT

(740) 522-4585

HEATH, OH 43056

193 HEATH ROAD

FIRE STATION #1

FIRE DEPARTMENT

CONSTRUCTION & MATERIALS SPECIFICATIONS

TAX DEPARTMENT

DIVISION OF BUILDING & ZONING

POLICE DEPARTMENT

(740) 522-1420

HEATH, OH 43056

1287 HEBRON ROAD

CITY ADMINISTRATION BUILDING
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GENERAL

DWG#

GENERAL SPECIFICATIONS AND NOTES

REVISION DESCRIPTION

GEN-0

REVISED

G01 - UTILITY OWNERS OCT-05

DRAWING TITLE

G02 - UTILITY LOCATIONS

G03 - SURVEYS

G04 - MODIFICATIONS

G05 - SAFETY

G06 - REVIEW OF PROJECT SITE

G07 - IRON PINS AND MONUMENTS

G08 - NOTIFICATION OF CONSTRUCTION

G09 - CONSTRUCTION STAKING

G10 - SANITARY FACILITIES

G12 - CONTINGENCY QUANTITIES

G14 - EMERGENCY PHONE NUMBER

G13 - USE OF FIRE HYDRANTS

G15 - INCLUSIVE BID

G16 - WORKING HOURS

G27 - FINAL CLEAN-UP

G17 - ESTIMATED QUANTITIES

G18 - RECORD DRAWINGS

G20 - NON-RUBBER TIRE VEHICLES

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

G23 - WORK LIMITS

G24 - PRECONSTRUCTION CONFERENCE

G25 - NOT USED

G28 - NOT USED

G29 - PERFORMANCE BOND

G30 - INDEMNIFICATION

G31 - NOT USED

G32 - PAVEMENT CLEANING

G33 - DUST CONTROL

G34 - CONSTRUCTION NOISE

ITEM 624 - MOBILIZATION, AS PER PLAN

G35 - NOT USED

G36 - PROTECTION OF WORK SITE

G37 - US MAIL DELIVERY

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

ROADWAY & DRAINAGE

DWG# DRAWING TITLE REVISED REVISION DESCRIPTION

RD- 0
SPECIFICATIONS & NOTES

ROADWAY AND DRAINAGE 

ROADWAY & DRAINAGE (CONTINUED)

DWG# DRAWING TITLE REVISED REVISION DESCRIPTION

TYPICAL SECTIONS

omitted

omitted

omitted

omitted

omitted

omitted

omitted

omitted

COMBINED CURB AND GUTTER

RESIDENTIAL DRIVEWAY

COMMERCIAL DRIVEWAY

STANDARD SIDEWALK

TYPICAL SECTION: PAVEMENT WIDENING

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

TYPICAL PAVEMENT REPLACEMENT

FOR 30"-42" DIA. PIPE

STANDARD PRECAST STORM MANHOLE

CURB AND GUTTER INLET

ENDWALL

HEADWALL

STORM SEWER)

STANDARD MANHOLE COVER (PUBLIC

SANITARY SEWER

DWG# DRAWING TITLE REVISED REVISION DESCRIPTION

SA-0 SANITARY SPECIFICATIONS AND NOTES OCT-05

S00 - SANITARY SEWER

S01- BACKFILL 

S02- SERVICE CONNECTIONS

S03- MANHOLE LOCATIONS

S04- CONNECTION TO EXISTING PIPE

S07- PROFILE

S08- TOP OF CASTING ELEVATIONS

S09- PLUGS

S10- SEQUENCE OF OPERATIONS

S11- EXISTING SEWERS AND STRUCTURES

S12- EXISTING SEWAGE FLOWS

S14- SEWER-WATER MAIN CROSSING

S15- UNRECORDED SANITARY CONNECTIONS

S16- Y-POLE INSTALLATION

S17- SANITARY SEWER LATERALS

S18- SANITARY TESTING

S19- SANITARY MANHOLE

S06- CONNECTIONS TO SANITARY SEWER SYSTEM

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

OCT-05

SANITARY SEWER (CONTINUED)

DWG# DRAWING TITLE REVISED REVISION DESCRIPTION

SANITARY SEWER)

STANDARD MANHOLE COVER (PUBLIC

WATER WORK

DWG# DRAWING TITLE REVISED REVISION DESCRIPTION

WATER SPECIFICATIONS & NOTES

W00- WATER WORK

W01- WATER LINE DEPTH

W02- BACKFILL

W03- FIRE HYDRANTS

W04- WATER MAIN PROTECTION

W05- CUSTOMER NOTIFICATION

OCT-05

OCT-05

OCT-05

MAY-97

MAY-97

MAY-97

MAY-97

MAY-97

RD-10

RD-11

RD-12

RD-13

RD-14

RD-15

RD-16

RD-17

RD-18

RD-9

RD-8

RD-7

RD-6

RD-5

RD-4

RD-3

RD-2

RD-1

WA-1

WA-2

WA-3

WA-4

WA-5

WA-6

WA-7

WA-8

WA-9

CASING PIPE

WATERLINE LOWERING

RESIDENTIAL METER SETTINGS

BLOW- OFF- ASSEMBLY

FIRE HYDRANT ASSEMBLY, TYPE 1

FIRE HYDRANT ASSEMBLY, TYPE 2

STUB AND PLUG ASSEMBLY

GATE VALVE WITH BOX

BUTTERFLY VALVE WITH BOX

BACKING FOR BENDS AND TEES

CONCRETE VALVE SUPPORTS

WA-13

WA-12

WA-11

WA-10

MAY-97

MAY-97

MAY-97

MAY-97

MAY-97

WA-0

G11 - LEGAL DIMENSIONS AND WEIGHT LIMITS
ST-1 MAR-05

MANHOLE  FOR 8"-24" DIA. PIPE

STANDARD PRECAST STORM 

MAR-05

MAY-97

MAY-97

MAY-97

MAY-97

MAY-97

DRAWINGS

ITEM SPECIAL - RECORD CONSTRUCTION

PRODUCT DATA

G19 - SHOP DRAWINGS AND/ OR

OF PROPERTY

G22 - PROTECTION AND RESTORATION

ST-8

ST-7

ST-6

ST-5

ST-4

ST-3

ST-2

S05- CONNECTIONS TO EXISTING MANHOLES

S13- SANITARY SEWER-MANHOLE CONNECTIONS

SA-1
MANHOLE FOR 8"-24" DIA. PIPE

STANDARD PRECAST SANITARY

SA-10

SA-2

SA-3

SA-4

SA-5

SA-6

SA-7

SA-8

SA-9

MANHOLE FOR 30"-42" DIA. PIPE

STANDARD PRECAST SANITARY

FORCE MAIN AIR RELEASE VALVE

SERVICE LATERAL

INSIDE DROP FOR EXISTING MANHOLES

MANHOLE INVERT

MANHOLE STEP

OUTSIDE DROP FOR MANHOLE

MAY-97

MAY-97

MAY-97

MAY-97

MAY-97

omitted OCT-05

OCT-05

OCT-05SA-11

TURNAROUND DETAIL

CUL-DE-SAC & TEMPORARY

ORIFICE DETAIL

SANITARY PUMP STATION

DESIGNER NOTE:

ANY MODIFICATIONS OR CHANGES TO THE WORK, AS SHOWN ON

THE DRAWINGS, MUST HAVE PRIOR WRITTEN APPROVAL BY THE

CITY ENGINEER, CITY OF HEATH.

*G04 - MODIFICATIONS

HAS BEEN MODIFIED

ADD IF STD. NOTE

ADD AN ASTERISK (*) PRIOR TO THE NOTE IDENTIFIER. EXAMPLE AS FOLLOWS:

WHEN A STANDARD NOTE IS MODIFIED FOR A SPECIFIC PROJECT, THE DESIGN ENGINEER SHALL

FOR A PROJECT. THERE MAY BE INSTANCES WHERE THE STANDARD NOTE WILL NEED MODIFIED.

THE DESIGN ENGINEER AND TRC SHALL DETERMINE APPLICABLE STANDARD NOTES NECESSARY

G00 - SPECIFICATIONS OCT-05

omitted OCT-05

omitted OCT-05

DEC-05G38 - WEATHER CONDITIONS

12/9/05

DWG# DRAWING TITLE REVISED REVISION DESCRIPTION

ER-0 EROSION SPECIFICATIONS & NOTES

DEC-09ER-1

DEC-09SEDIMENT AND EROSION CONTROLSER-2

DEC-09ER-3

DEC-09ER-5

DEC-09WATER QUALITY - MISCELLANEOUSER-6

EROSION CONTROL AT BRIDGES

CONSTRUCTION EROSION CONTROL

WATER QUALITY BASINS

ER-7
TRENCH

WATER QUALITY - EXFILTRATION

EROSION AND SEDIMENT CONTROL

DEC-09

DEC-09ER-4

ER-8 DEC-09
FLOW ROUTING

PERMANENT SEDIMENT CONTROL -

TEMPORARY SEDIMENT BASIN

OCT-05
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FEB-12

FEB-12

FEB-12

FEB-12

FEB-12

FEB-12

FEB-12

FEB-12FIRELINE METER PIT

LOCATING TAPE AND WIRE

02-2012

FEB-12

02-2015

WA-14 TRACE WIRE PLAN (WATER)

FEB-15

SEPT-06

MAY-97

MAY-97

FEB-15

FEB-15

FEB-15

FEB-15

FEB-15

FEB-15

Added Trace Wire

Added Trace Wire

Added Trace Wire

Added Trace Wire

Added Trace Wire

Added Trace Wire

Added Trace Wire

MAR-07

omitted

MAR-05





ITEM SPECIAL - RECORD CONSTRUCTION DRAWINGS

THE CONTRACTOR SHALL PREPARE AND MAINTAIN A SET OF

RECORD CONSTRUCTION DRAWINGS AS HIS WORK ON THE PROJECT

PROGRESSES. THE RECORD DRAWINGS SHALL DOCUMENT ALL DE-

VIATIONS FROM THE ORIGINAL DRAWINGS AS WELL AS DOCUMENT

THE LOCATION AND EXTENT OF ANY UNFORESEEN CONDITIONS

OR OBSTRUCTIONS. THE RECORD CONDITIONS SHALL BE SHOWN

BY IN RED AND ANY PLAN CHANGES SHALL BE OUTLINED. THE

CONTRACTOR SHALL BRING THE RECORD DRAWINGS TO ALL CON-

STRUCTION PROGRESS MEETINGS FOR THE CITY ENGINEER�S REVIEW.

THE CONTRACTOR SHALL COMPLETE AND SUBMIT 2 COPIES OF THE

RECORD DRAWINGS WITH THE WITH THE CITY FOR REVIEW UPON

SUBSTANTIAL COMPLETION OF THE PROJECT. UPON REVIEW AND

ACCEPTANCE BY THE CITY, THE CONTRACTOR WILL SUBMIT A

FINAL COPY ON MYLAR. THE CITY WILL WITHHOLD THE FINAL

PAYMENT TO THE CONTRACTOR UNTIL THE RECORD DRAWINGS HAVE

BEEN SUBMITTED. FINAL RECORD DRAWINGS SHALL CONTAIN THE

FOLLOWING:

a) LOCATIONS, TOP-OF-CASTINGS, AND FLOW LINE ELEVATIONS

FOR ALL SANITARY AND STORM SEWER STRUCTURES, ALONG WITH

SERVICE LATERAL LOCATIONS. b) LOCATIONS OF ALL WATER LINES,

VALVES, HYDRANTS, AND SERVICES. c) IDENTIFY ALL FIELD

MODIFICATIONS TO THE APPROVED PLAN SET.

about the origin.

projects shall be on State Plane Coordinates, scaled

This note to be used on public projects. All public

Designer Note:

THE CONTRACTOR SHALL SUBMIT FOR THE PROJECT REPRESENT-

ATIVE’S APPROVAL, FOUR COPIES OF THE SHOP DRAWINGS AND/OR

PRODUCT DATA. ALLOW 15 DAYS FOR REVIEW AND APPROVAL. TWO

COPIES OF THE APPROVED SHOP DRAWINGS AND/OR PRODUCT DATA

WILL BE RETAINED BY THE PROJECT REPRESENTATIVE AND TWO

COPIES WILL BE RETURNED TO THE CONTRACTOR.          

NO NONRUBBER TIRE VEHICLES SHALL BE MOVED ON CITY

STREETS. EXCEPTIONS MAY BE GRANTED BY THE CITY WHERE

SHORT DISTANCES AND SPECIAL CIRCUMSTANCES ARE INVOLVED.

GRANTING OF EXCEPTIONS MUST BE IN WRITING AND ANY RE-

SULTING DAMAGE MUST BE REPAIRED TO THE SATISFACTION OF

THE CITY. THE CONTRACTOR SHALL USE EXTREME CARE WHEN

OPERATING NONRUBBER TIRE VEHICLES ON STREETS OR DRIVE-

WAYS TO AVOID MARKING ORDAMAGING THE PAVEMENT. PROTECTION

OF THE PAVEMENT FROM DAMAGE RESULTING FROM THE TRACKS

OF NON-RUBBER TIRE VEHICLES UTILIZED IN TRENCH EXCAVATION

SHALL BE REQUIRED. A WOOD PLANK SYSTEM, USED TIRES,

RUBBER MATS OR OTHER MEANS AS APPROVED BY THE CITY’S

REPRESENTATIVE SHALL BE USED TO PROTECT THE PAVEMENT.

THE COST OF THIS WORK SHALL BE INCLUDED IN THE UNIT

PRICE BID FOR THE VARIOUS ITEMS OF THE CONTRACT.

THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION AND

RESTORATION OF ALL PRIVATE AND PUBLIC PROPERTY IMPACTED

BY THE CONTRACTOR’S OPERATIONS IN ACCORDANCE WITH 107.10.

G23 WORK LIMITS

THE CONTRACTOR SHALL CONFINE HIS ACTIVITIES TO THE

PROJECT SITE UNDER DEVELOPMENT OR THE EXISTING RIGHT-

OF-WAYS, CONSTRUCTION AND/OR PERMANENT EASEMENTS AND

SHALL NOT TRESPASS UPON OTHER PRIVATE PROPERTY WITHOUT

THE WRITTEN CONSENT OF THE OWNER.

ALL ITEMS OF WORK CALLED FOR ON THE PLANS FOR WHICH NO

SPECIFIC METHOD OF PAYMENT IS PROVIDED SHALL BE PER-

FORMED BY THE CONTRACTOR AND THE COST OF SAME SHALL BE

INCLUDED IN THE PRICE BID FOR THE VARIOUS RELATED ITEMS.

THE CONTRACTOR SHALL CLEAN UP ALL DEBRIS AND MATERIALS

RESULTING FROM HIS OPERATIONS AND RESTORE ALL SURFACES,

STRUCTURES, DITCHES, AND PROPERTY TO ITS ORIGINAL CON-

THE CONTRACTOR SHALL FURNISH A PERFORMANCE BOND IN

AN AMOUNT EQUAL TO 100% OF THE CONTRACT PRICE MADE

PAYABLE TO THE CITY TO INSURE THE AVAILABILITY OF

FUNDS TO COMPLETE THE PROJECT. THE COST OF THE BOND

SHALL BE INCLUDED IN THE PRICE OF THE VARIOUS ITEMS.

G30 INDEMNIFICATION

THE CONTRACTOR WILL INDEMNIFY AND HOLD HARMLESS THE

CITY AND THE ENGINEER AND THEIR AGENTS AND EMPLOYEES

FROM AND AGAINST ALL CLAIMS, DAMAGES, LOSSES AND EX-

PENSES INCLUDING ATTORNEYS’ FEES ARISING OUT OF OR

RESULTING FROM PERFORMANCE OF THE WORK, PROVIDED THAT

ANY SUCH CLAIMS, DAMAGE, LOSS OR EXPENSE IS ATTRIBUTABLE

TO BODILY INJURY, SICKNESS, DISEASE OR DEATH, OR INJURY

TO OR DESTRUCTION OF TANGIBLE PROPERTY, INCLUDING THE

LOSS OF USE RESULTING THEREFROM; AND IS CAUSED IN WHOLE

OR IN PART BY ANY NEGLIGENT OR WILLFUL ACT OR OMISSION

OF THE CONTRACTOR, AND SUBCONTRACTOR, ANYONE DIRECTLY

OR INDIRECTLY EMPLOYED BY ANY OF THEM OR ANYONE FOR

WHOSE ACTS ANY OF THEM MAY BE LIABLE.

IN ANY AND ALL CLAIMS AGAINST THE CITY OR THE ENGINEER,

OR ANY OF THEIR AGENTS OR EMPLOYEES, BY ANY EMPLOYEE

OF THE CONTRACTOR, ANY SUBCONTRACTOR, ANYONE FOR WHOSE

ACTS ANY OF THEM MAY BE LIABLE, THE INDEMNIFICATION

OBLIGATION SHALL NOT BE LIMITED IN ANY WAY BY ANY LIMITATION

ON THE AMOUNT OR TYPE OF DAMAGES, COMPENSATION OR BENEFITS

PAYABLE BY OR FOR THE CONTRACTOR OR ANY SUBCONTRACTOR

UNDER WORKERS COMPENSATION ACTS, DISABILITY BENEFIT ACTS,

OR OTHER EMPLOYEE BENEFIT ACTS.        

THE OBLIGATION OF THE CONTRACTOR UNDER THIS PARAGRAPH

SHALL NOT EXTEND TO THE LIABILITY OF THE ENGINEER, HIS

AGENTS OR EMPLOYEES ARISING OUT OF THE PREPARATION OR

APPROVAL OF MAPS, PLANS, OPINIONS, REPORTS, SURVEYS,

CHANGE ORDERS, DESIGNS OR SPECIFICATIONS.

THE CONTRACTOR IS HEREBY NOTIFIED THAT HE/SHE SHALL BE

RESPONSIBLE FOR CLEANING OF STREETS OR ANY MUD, DIRT,

SAND, GRAVEL, STONES, OR ANY KIND OF MATERIAL THAT HAVE

DEPOSITED AS A RESULT OF HIS/HER OR SUB-CONTRACTOR’S

OPERATIONS. PAVEMENTS SHALL BE CLEANED AT THE END OF

EACH WORK DAY OR MORE OFTEN AS DETERMINED BY THE CITY

ENGINEER OR HIS REPRESENTATIVE.

THE CONTRACTOR IS ADVISED THAT HIS WORK WILL BE IN

PROXIMITY TO OCCUPIED RESIDENCES. THEREFORE, IT IS

EXPECTED THE CONTRACTOR WILL PERFORM HIS/HER EARTHWORK

OPERATIONS TO MINIMIZE DUST. WHEN CONDITIONS ARE SUCH

THAT DUST BECOMES A MAJOR PROBLEM OR AS ADVISED BY THE

CITY, THE CONTRACTOR WILL APPLY A DUST PALLIATIVE PER

ITEM 616. 

ACTIVITIES AND LAND USE ADJACENT TO THIS PROJECT MAY BE

AFFECTED BY CONSTRUCTION NOISE. IN ORDER TO MINIMIZE ANY

ADVERSE CONSTRUCTION NOISE IMPACTS, ANY POWER-OPERATED

CONSTRUCTION-TYPE DEVICE SHALL NOT BE OPERATED BETWEEN THE

HOURS OF 9:00PM AND 7:00AM. IN ADDITION, ANY SUCH NOISE

SHALL NOT BE OPERATED AT ANY TIME IN SUCH A MANNER THAT

THE NOISE CREATED SUBSTANTIALLY EXCEEDS THE NOISE CUSTOMARILY

AND NECESSARILY ATTENDANT TO THE REASONABLE AND EFFICIENT

PERFORMANCE OF SUCH EQUIPMENT.

ITEM 624 - MOBILIZATION, AS PER PLAN

IN ADDITION TO THE WORK REQUIRED UNDER ITEM 624 MOBILIZA-

TION, THE FOLLOWING WORK SHALL BE INCLUDED IN THE LUMP

SUM PRICE BID FOR THIS ITEM:

BEFORE ANY WORK BEGINS, THE CONTRACTOR SHALL THOROUGHLY

VIDEOTAPE THE PROJECT AREA. THE PURPOSE OF THE VIDEOTAPING

IS TO ESTABLISH A BENCHMARK OF THE PRE-CONSTRUCTION CON-

DITION OF THE PROJECT AREA, ESPECIALLY OF THE SURROUNDING

PRIVATE PROPERTY. IN THE EVENT OF AN ADJOINING PROPERTY

OWNER MAKES A CLAIM FOR DAMAGES RESULTING FROM THE PER-

FORMANCE OF THE WORK, THE VIDEOTAPE WILL BE USED TO

DETERMINE THE LEGITIMACY OF THAT CLAIM. THE CONTRACTOR

SHALL USE DUE DILIGENCE IN PERFORMING THIS OPERATION TO

MEET THE STATED PURPOSE. THE VIDEOTAPE SHALL BE IN VHS

FORMAT WITH SOUND TO ALLOW THE PERSON OPERATING THE RE-

CORDER TO ADD COMMENTARY AS THE AREA IS RECORDED. THE

CONTRACTOR SHALL SUBMIT ONE COPY OF EACH VIDEOTAPE OF THE

PROJECT AREA TO THE ENGINEER.

THE CONTRACTOR SHALL PROVIDE, INSTALL AND MAINTAIN

SUFFICIENT TRAFFIC CONTROL DEVICES OR METHODS TO PREVENT

UNAUTHORIZED USE OF THE NEW STREET PRIOR TO ACCEPTANCE

BY THE CITY. THE CONTRACTOR SHALL SUBMIT HIS MAINTENANCE

OF TRAFFIC PLAN TO THE ENGINEER FOR APPROVAL PRIOR TO

BEGINNING WORK. THE COST FOR THIS WORK SHALL BE INCLUDED

IN THE LUMP SUM PRICE FOR ITEM 614, MAINTAINING TRAFFIC.

THE CONTRACTOR SHALL BE RESPONSIBLE TO ENSURE US MAIL

DELIVERY WITHIN THE PROJECT LIMITS IS NOT DISRUPTED BY

CONSTRUCTION OPERATIONS. THIS RESPONSIBILITY IS LIMITED

TO RELOCATION OF MAILBOXES TO A TEMPORARY LOCATION THAT

WILL ALLOW THE COMPLETION OF THE WORK AND SHALL ALSO INCLUDE

THE RESTORATION OF MAILBOXES TO THEIR ORIGINAL LOCATION

OR APPROVED NEW LOCATION. ANY RELOCATION OF MAILBOX SERVICES

MUST FIRST BE COORDINATED WITH THE US POSTAL SERVICE AND

THE HOME OWNER.
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Note required on all projects.

Designer Note:

Note required on all projects.

Designer Note:

Note required on all projects.

Designer Note:

G19 - SHOP DRAWINGS AND/OR PRODUCT DATA

G20 - NON-RUBBER TIRE VEHICLES

G22 - PROTECTION AND RESTORATION OF PROPERTY

G32 - PAVEMENT CLEANING

G33 - DUST CONTROL

G34 - CONSTRUCTION NOISE

G36 - PROTECTION OF WORK SITE

G37 - US MAIL DELIVERY

G29 - PERFORMANCE BOND

G27 - FINAL CLEAN-UP

G26 - MISCELLANEOUS WORK

DITION TO THE SATISFACTION OF THE CITY.

G38 WEATHER CONDITIONS

ALL CONSTRUCTION AND MATERIAL USAGE SHALL BE IN ACCORD-

ANCE WITH CLIMATIC CONDITIONS ADDRESSED IN CURRENT ISSUE

OF THE OHIO DEPARTMENT OF TRANSPORTATION CONSTRUCTION AND

MATERIALS SPECIFICATIONS.

12-2005
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S00 - SANITARY SEWER

ALL SANITARY SEWER PIPE, MANHOLES, FITTINGS, METHODS OF

CONSTRUCTION, AND WORKMANSHIP FOR SANITARY SEWER AND

APPURTENANCES SHOWN ON THESE PLANS SHALL CONFORM TO THE

NO PERSON SHALL UNCOVER, MAKE ANY CONNECTIONS WITH OR

OPENINGS INTO, USE, ALTER OR DISTURB ANY PUBLIC SEWER OR

APPURTENANCE THEREOF WITHOUT FIRST OBTAINING A WRITTEN

PERMIT FROM THE DIVISION OF UTILITIES.

ALL WATER LINES SHALL BE INSTALLED WITH AT LEAST 10 FEET

HORIZONTAL SEPARATION FROM SANITARY SEWER AND STORM SEWER

LINES. WHENEVER A WATER LINE AND SEWER MUST CROSS, THE

SEWER MAIN (STORM OR SANITARY) SHALL BE LAID SUCH THAT

THE CROWN OF THE SEWER IS AT LEAST 18 INCHES BELOW THE

INVERT OF THE WATER LINE MEASURED BETWEEN THE OUTSIDE PIPE

WALLS. IN CASES WHERE THE REQUIRED SEPARATION CANNOT BE

MAINTAINED, CLOSER INSTALLATION MAY BE PERMITTED ON A

CASE-BY-CASE BASIS ONLY AFTER RECEIPT OF WRITTEN CONCURRENCE

FROM THE OHIO EPA DIVISION OF DRINKING WATER. 2003 RE-

COMMENDED STANDARDS FOR WATER WORKS, SECTIONS 8.8.2 AND

8.8.3 SHALL GOVERN AS TO THE SEPARATION OF WATER LINE

FROM CONTAMINATION SOURCES.

PAYMENT FOR ALL OPERATIONS DESCRIBED ABOVE SHALL BE IN-

CLUDED IN THE UNIT PRICE BID FOR THE PERTINENT 603 OR

604 ITEMS.

ALL SANITARY SEWERS SHALL BE INSTALLED IN STRICT ACCORD-

ANCE WITH THE MANUFACTURERS RECOMMENDATIONS AND ODOT ITEM

603, TYPE B OR C CONDUIT.

ALL SANITARY SEWER SHALL BE PVC PIPE. FOR SIZES UP TO

15 INCHES IN DIAMETER, PIPE SHALL CONFORM TO ASTM D-3034,

SDR 35 WITH A CELL CLASSIFICATION OF ASTM B OR C 12454.

FOR SIZES 18 INCHES AND LARGER, THE PVC PIPE SHALL CONFORM

TO ASTM F 679 OR ASTM F 794 WITH A CELL CLASSIFICATION

OF ASTM B OR C 12454.

FOR SIZES UP TO 15 INCH DIAMETER, PVC PIPE FITTINGS SHALL

CONFORM, TO SDR 26 GASKETED HEAVY WALL SEWER FITTINGS

MEETING ASTM D 3034 AND ASTM F 1336 WITH A CELL CLASSI-

FICATION OF ASTM B OR C 12454. FOR SIZES 18 INCHES AND

LARGER, PVC PIPE FITTINGS SHALL CONFORM TO SDR 26 GASKETED

SEWER FITTINGS MEETING ASTM F 679 AND ASTM F 1336.

SERVICE CONNECTIONS SHALL CONSIST OF PVC PIPE (ASTM D-3034,

SDR 35, 707.45) OF A SIZE NOT LESS THAN SIX (6) INCHES

NOMINAL DIAMETER AND SHALL BE BUILT TO AVOID INTERFERENCE

WITH PROPOSED UTILITIES WHEN CONNECTING TO THE SANITARY

SERVICE.
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MATERIALS CONTINUED

ARE PROHIBITED.

NON-LOCKING FRICTION FIT, TWIST ON OR TAPED CONNECTORS

(OR BOTTOM) TERMINAL ON ALL ACCESS BOXES.

GROUNDING ANODE WIRE SHALL BE CONNECTED TO THE IDENTIFIED

COLOR CODED GREEN.

IATELY IDENTIFIED WITH "SANITARY" CAST INTO THE CAP AND BE

ALL GRADE LEVEL/IN-GROUND ACCESS BOXES, SHALL BE APPROPR-

OR EAST SIDE.

THE OUTSIDE OF MANHOLES/SERVICE LATERALS ON THE NORTH

LAY MAINLINE TRACE WIRE CONTINUOUSLY, BY-PASSING AROUND

FROM A SINGLE CONNECTION POINT.

TRACE WIRE, TO ENSURE FULL TRACING/LOCATING CAPABILITIES

LATERAL TRACE WIRES PROPERLY CONNECTED TO THE MAINLINE

A MAINLINE TRACE WIRE MUST BE INSTALLED, WITH ALL SERVICE

SERVICE LATERALS:

BE ACCEPTED.

CONTINUITY TESTING IN LIEU OF ACTUAL LINE TRACING SHALL NOT

PROJECT.

ROUGH GRADING AND AGAIN PRIOR TO FINAL ACCEPTANCE OF THE

THIS VERIFICATION SHALL BE PERFORMED UPON COMPLETION OF

OWNER AS APPLICABLE, PRIOR TO ACCEPTANCE OF OWNERSHIP.

WITNESSED BY THE CONTRACTOR, ENGINEER AND FACILITY

TYPICAL LOW FREQUENCY (512HZ) LINE TRACING EQUIPMENT,

ALL NEW TRACE WIRE INSTALLATIONS SHALL BE LOCATED USING

TESTING:

INCLUDE TRACE WIRE.

ALL CONDUCTIVE AND NON-CONDUCTIVE SERVICE LINES SHALL

MATERIALS

MATERIALS CONTINUED

FORCE MAIN SHALL BE PVC AWWA C-900 (DR-18) WITH A CELL

OR C.  FITTINGS SHALL BE DUCTILE IRON CONFORMING TO

EITHER ANSI/AWWA C110/A21.10 OR ANSI/AWWA C153/A21.53.

FITTINGS SHALL HAVE A STANDARD ASPHALTIC COATING ON

THE EXTERIOR.

MATERIALS CONTINUED

ALLY MANUFACTURED IN THE U.S.A.

ALL TRACE WIRE AND TRACE WIRE PRODUCTS SHALL BE DOMESTIC-

LLC, 1230-HS, OR APPROVED EQUAL.

OPEN TRENCH - TRACE WIRE SHALL BE COPPERHEAD INDUSTRIES,

TRACE WIRE:

INDUSTRIES, LLC, 1245-EHS, OR APPROVED EQUAL.

DIRECTIONAL DRILLING/BORING - TRACE WIRE SHALL BE COPPERHEAD

BE COPPERHEAD INDUSTRIES, LLC, PBX-50, OR APPROVED EQUAL.

TRACE WIRE - PIPE BURSTING/SLIP LINING - TRACE WIRE SHALL

TRACE WIRE MUST BE PROPERLY GROUNDED AS SPECIFIED.

AND SECURED (TAPED/TIED) AT 5’ INTERVALS.

TRACE WIRE SHALL BE INSTALLED AT THE BOTTOM HALF OF THE PIPE

TORS.  TAPING AND/OR SPRAY COATING SHALL NOT BE ALLOWED.

AND INSTALLING A NEW SECTION OF WIRE WITH APPROVED CONNEC-

MUST BE IMMEDIATELY REPAIRED BY REMOVING THE DAMAGED WIRE,

ANY DAMAGE OCCURRING DURING INSTALLATION OF THE TRACE WIRE

OR COILING OF WIRE IS ALLOWED.

WIRE, EXCEPT WHERE USING APPROVED CONNECTORS.  NO LOOPING 

TRACE WIRE SYSTEMS MUST BE INSTALLED AS A SINGLE CONTINUOUS

SHALL NOT EXCEED 1,000 LINEAR FEET.

IN ALL CASES THE DISTANCE BETWEEN ANODE RODS/ACCESS BOXES

TO ONE ANOTHER.

CAUSED BY MULTIPLE WIRES BEING INSTALLED IN CLOSE PROXIMITY

EXCESS OF 1,000 LINEAR FEET, AND WITHOUT DISTORTION OF SIGNAL

IORATION OF LOW FREQUENCY (512 HZ) SIGNAL FOR DISTANCES IN

EQUIPMENT, PROPER LOCATING OF WIRE WITHOUT LOSS OR DETER-

THAT ALLOWS PROPER ACCESS FOR CONNECTION OF LINE TRACING

TRACE WIRE INSTALLATION SHALL BE PERFORMED IN SUCH A MANNER

INSTALLATION:

WIRE BETWEEN THEM IS AN ACCEPTABLE ALTERNATIVE.

CONNECTOR.  USE OF TWO CONNECTORS WITH A SHORT JUMPER

AT CROSSES THE FOUR WIRES SHALL BE JOINED USING A SINGLE

THE THREE WIRES SHALL BE JOINED USING A SINGLE CONNECTOR.

SECTIONS, AT MAINLINE TEES AND MAINLINE CROSSES.  AT TEES,

ALL MAINLINE TRACE WIRES MUST BE INTERCONNECTED IN INTER-

CONNECTORS:

MANUFACTURED FOR THIS PURPOSE.

OR GRADE LEVEL/IN-GROUND, AS APPLICABLE, SPECIFICALLY

INDUSTRIES, LLC, RB14 TB, OR APPROVED EQUAL, ABOVE GROUND

ALL TRACE WIRE TERMINATION POINTS MUST UTILIZE COPPERHEAD

TERMINATION/ACCESS:

ACCESS BOXES AFTER MEETING FINAL ELEVATION.

A MINIMUM 2 FT. OF EXCESS/SLACK WIRE IS REQUIRED IN ALL

AND BURIED AT THE SAME ELEVATION AS THE UTILITY.

MUM 0.5 LB.) SPECIFICALLY MANUFACTURED FOR THIS PURPOSE,

ATED COPPER CLAD STEEL WIRE CONNECTED TO ANODE (MINI-

EQUAL, WITH A MINIMUM OF 20 FEET OF #14 RED HDPE INSUL-

COPPERHEAD INDUSTRIES, LLC, ANO-1055, OR APPROVED

GROUNDING OF TRACE WIRE SHALL BE ACHIEVED BY USE OF

GROUNDING:

GROUNDED AT THE LOCATION AS SPECIFIED.

NECTED USING APPROVED CONNECTORS, AND SHALL BE PROPERLY

THE NEW TRACE WIRE AND EXISTING TRACE WIRE SHALL BE CON-

ON AN EXISTING UTILITY THAT IS BEING EXTENDED OR TIED INTO,

IN OCCURRENCES WHERE AN EXISTING TRACE WIRE IS ENCOUNTERED

CLASSIFICATION AS DEFINED IN ASTM D 1784 OR 12454 B

INTERVALS.

FASTENED TO THE PIPE WITH DUCT TAPE OR PLASTIC TIES AT 5’

OF THE PIPE BELOW THE SPRING LINE.  THE TRACE WIRE SHALL BE

CATOR. TRACE WIRE SHALL BE INSTALLED ON THE BOTTOM HALF

SANITARY PIPE BEING MARKED, CAPABLE OF DETECTION BY A LO-

FOR DIRECT BURY, COLOR CODED PER APWA STANDARD FOR THE

STRENGTH REINFORCED TRACE WIRE, OR APPROVED EQUAL, INTENDED

SHALL REQUIRE COPPERHEAD INDUSTRIES, LLC, COPPERHEAD HIGH

ING TAPE SHALL HAVE 18 INCHES OF COVER. ALL FORCEMAIN PIPE

TAPE (GREEN) INSTALLED 2 FEET ABOVE THE UTILITY PIPE. LOCAT-

ALL FORCEMAIN INSTALLED SHALL HAVE UNDERGROUND LOCATING

UNINSULATED WIRE EXPOSURE.

AND SHALL BE INSTALLED IN A MANNER SO AS TO PREVENT ANY

OR APPROVED EQUAL, TO SEAL OUT MOISTURE AND CORROSION,

HEAD INDUSTRIES, LLC, DRYCONN 3-WAY DIRECT BURY LUG, 3WB-01,

DIRECT BURY WIRE CONNECTORS - CONNECTORS SHALL BE COPPER-

WIRE CONNECTION.

WIRE CONNECTION AND THE TERMINAL FOR THE GROUNDING ANODE

CONDUCTIVE LINK BETWEEN THE TERMINAL(S) FOR THE TRACE

ALL ACCESS BOXES MUST INCLUDE A MANUALLY INTERRUPTIBLE

MEETING FINAL ELEVATION.

A MINIMUM OF 2 FEET OF EXCESS/SLACK WIRE IS REQUIRED AFTER

WHERE THE ANODE WIRE WILL BE CONNECTED TO AN ACCESS BOX,

CONNECTOR.

CONNECTING TO TRACE WIRE WITH A MAINLINE TO LATERAL

WIRE SHALL BE TRIMMED TO AN APPROPRIATE LENGTH BEFORE

ANODE. IN THIS INSTALLATION METHOD, THE GROUNDING ANODE

THE TRACE WIRE.  DO NOT COIL EXCESS WIRE FROM GROUNDING

INSTALL GROUNDING ANODE DIRECTLY BENEATH AND IN-LINE WITH

GROUNDING ANODE WIRE WILL BE TERMINATED AT/ABOVE GRADE,

IS CONTINUOUS AND NEITHER THE MAINLINE TRACE WIRE OR THE

WHEN GROUNDING THE TRACE WIRE IN AREAS WHERE THE TRACE WIRE

ROAD RIGHT-OF-WAY.

DIRECTLY ABOVE THE SERVICE LATERAL AT THE EDGE OF THE

AT AN APPROVED ACCESS BOX COLOR CODED GREEN AND LOCATED

TRACE WIRE ON ALL SANITARY SERVICE LATERALS MUST TERMINATE

RIGHT-OF-WAY, AND OUT OF THE ROADWAY.

GROUND ACCESS BOX, LOCATED AT THE EDGE OF THE ROAD

TRACE WIRE MUST TERMINATE AT AN APPROVED GRADE LEVEL/IN-

SERVICE LATERALS ON PUBLIC PROPERTY:

SERVED BY THE UTILITY.

ACCESS BOX, LOCATED 2 LINEAR FEET OF THE BUILDING BEING

GRADE, OR TERMINATE AT AN APPROVED GRADE LEVEL/IN-GROUND

TION NOT GREATER THAN 5 VERTICAL FEET ABOVE THE FINISHED

ABOVE WHERE THE UTILITY ENTERS THE BUILDING, AT AN ELEVA-

ACCESS BOX, AFFIXED TO THE BUILDING EXTERIOR DIRECTLY

TRACE WIRE MUST TERMINATE AT AN APPROVED ABOVE GROUND

SERVICE LATERALS ON PRIVATE PROPERTY:

CODED PER AWWA STANDARD FOR THE SPECIFIC UTILITY.

USING A MINIMUM 48" POLYETHYLENE MARKER POST, COLOR

GRADE LEVEL/IN-GROUND ACCESS BOX SHALL BE DELINEATED

OF THE ROAD RIGHT-OF-WAY, AND OUT OF THE ROADWAY.  THE

GRADE LEVEL/IN-GROUND ACCESS BOX, LOCATED AT THE EDGE

TRACE WIRE ACCESS MUST BE PROVIDED UTILIZING AN APPROVED

LATERALS:

LONG-RUNS, IN EXCESS OF 500 LINEAR FEET WITHOUT SERVICE

CONNECTORS SHALL BE INSTALLED.

WRAPPING OF TRACE WIRE AT TREES/HYDRANTS IS PROHIBITED.

RULES AND REGULATIONS OF THE CITY OF HEATH AND 2010 ODOT

ITEMS 603 & 604, CURRENT ON THE DATE OF CONTRACT UNLESS

DETAILS SET FORTH HEREIN.

THE REQUIREMENTS OF SUCH RULES AND REGULATIONS ARE

UPGRADED BY THE FOLLOWING NOTES OR BY THE CONSTRUCTION
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S01 - BACKFILL

ALL TRENCH BACKFILL SHALL BE COMPACTED BACKFILL AS PER

ODOT ITEM 603.08. THE COST OF ALL COMPACTED BACKFILL

SHALL BE INCLUDED IN THE PRICE BID FOR FURNISHING AND

INSTALLING PIPE.

UNLESS STATED SPECIFICALLY IN THE CONSTRUCTION DRAWINGS,

ALL CONDUIT SHALL BE INSTALLED AS TYPE C. THERE MAY BE AREAS

ON THE PLANS WITH THE LIMITS INDICATED ON THE PROFILE VIEW

OF THE SEWER AS "COMPACTED GRANULAR BACKFILL". WITHIN

THESE LIMITS THE BACKFILL SHALL BE PER TYPE A & B, EXCEPT

THE STRUCTURAL FILL SHALL EXTEND FROM THE TRENCH BOTTOM

TO THE SUBGRADE.

S02 - SERVICE CONNECTIONS

SERVICES OR HOUSE CONNECTIONS SHALL NOT BE CONNECTED

TO THE LATERAL OR MAIN LINE SEWERS SHOWN HEREON UNTIL

FULL APPROVAL OF SAID LATERAL OR MAIN LINE SEWER HAS

BEEN RECEIVED.

S08 - TOP OF CASTING ELEVATIONS

THE ELEVATIONS SHOWN ON THE PLANS FOR TOP OF CASTING

OF PROPOSED MANHOLES MATCHES THE EXISTING OR PROPOSED

PAVEMENT SURFACE.  IN AREAS WHERE THE PAVEMENT IS TO

BE RESURFACED THE TOP OF CASTING SHALL MATCH THE SURFACE

OF THE RESURFACED PAVEMENT.

S09 - PLUGS

PLUGS, WHERE SHOWN ON THE PLANS OR ORDERED BY THE

ENGINEERS, SHALL BE OF BRICK MASONRY, 8" IN THICKNESS

FOR SEWERS OF 21" DIAMETER OR LARGER AND 4" IN THICKNESS

FOR SEWERS SMALLER THAN 21" IN DIAMETER.  THE EXTERIOR

FACE OF THE PLUG SHALL BE PLASTERED WITH A 1/2" COAT OF

MORTAR.

S10 - SEQUENCE OF OPERATIONS

THE CONTRACTOR SHALL CONDUCT HIS OPERATIONS IN SUCH A

WAY THAT HE WILL COMPLETE ANY PORTION OF THE SEWER CON-

STRUCTION STARTED, (INCLUDING MANHOLES, INLETS, CATCH

BASINS, CONNECTIONS AND PLUGGING OF LINES) TO INSURE

PROPER OPERATION AT ALL TIMES, BEGINNING AT THE OUTLET

END OF ANY PIPE.  ANY FAILURE OF THE CONTRACTOR TO COMPLY

WITH THE ABOVE PROVISIONS WILL BE REASON FOR THE ENGINEER

TO SUSPEND WORK UNTIL THE CONDITIONS ARE MET.

S11 - EXISTING SEWERS AND STRUCTURES

THE CONTRACTOR SHALL REPLACE TO THE SATISFACTION OF THE

ENGINEER ALL EXISTING MANHOLES, CATCH BASINS, DRAINS,

SEWERS AND APPURTENANCES REMOVED OR DAMAGED DURING CON-

STRUCTION. THE ABOVE IS NOT APPLICABLE TO STRUCTURES TO

BE ABANDONED. THE CONTRACTOR SHALL REMOVE DEBRIS, SILT,

ETC. FROM EXISTING MANHOLES AND CATCH BASINS AND VARIOUS

SEWER PIPE WHICH ARE CONNECTED IN THE NEW SYSTEM.

S12 - EXISTING SEWAGE FLOWS

THE CONTRACTOR SHALL MAKE PROVISIONS TO MAINTAIN FLOWS

IN THE EXISTING SEWER AT ALL TIMES DURING CONSTRUCTION.

METHODS FOR MAINTAINING FLOWS SHALL BE SUBMITTED TO THE

ENGINEER FOR APPROVAL PRIOR TO CONSTRUCTION. AT NO TIME

WILL SANITARY SEWAGE BE ALLOWED TO DISCHARGE TO ANY

RIVER OR STREAM NOR SPILL OUT ON THE GROUND. APPROVAL

OF PLANS BY THE ENGINEER TO MAINTAIN FLOWS SHALL NOT

RELIEVE THE CONTRACTOR OF ANY RESPONSIBILITY TO ADEQUATELY

PROVIDE FOR ALL FLOWS.

THE CONTRACTOR SHALL BE AWARE THAT THE EXISTING SEWERS

MAY BE OPERATING UNDER PRESSURE (HEAD) DURING TIMES OF

RAINFALL; THEREFORE THE CONTRACTOR SHALL EXERCISE CAUTION

WHEN WORKING ON THESE SEWERS.

PAYMENT FOR THIS WORK SHALL BE INCLUDED IN THE ITEM BID

FOR FURNISHING AND INSTALLING PIPE.

S13 - SANITARY SEWER-MANHOLE CONNECTIONS

THE SANITARY SEWER PIPE TO MANHOLE CONNECTIONS SHALL BE

OF A FLEXIBLE WATERTIGHT JOINT OF APPROVED MANUFACTURE.

THE JOINT MAY BE OF THE FOLLOWING DESIGN (A)RUBBER SLEEVE

WITH STAINLESS STEEL BANDING, (B)RUBBER GASKET COMPRESSION,

OR (C)RUBBER GASKET EXPANSION.

PAYMENT FOR THIS WORK AND MATERIALS SHALL BE INCLUDED

WITH THE ITEM BID FOR FURNISHING AND INSTALLING MANHOLES.

S14 - SEWER-WATER MAIN CROSSING

WHERE THE WATER MAIN DOES NOT MAINTAIN 18" VERTICAL SEP-

ARATION OR IS BELOW THE SANITARY SEWER, THE SANITARY

SEWER SHOULD BE CONSTRUCTED (OR ENCASED IN) WATER MAIN

TYPE MATERIALS WHICH WILL WITHSTAND A 50 PSI PRESSURE

TEST FOR A DISTANCE OF 10 FEET ON BOTH SIDES OF THE WATER

MAIN. AT ALL POINTS OF CROSSING OF WATER OR SEWER CONDUITS,

THE BACKFILL SHALL BE GRANULAR MATERIAL BETWEEN THE TOP

OF THE UPPER CONDUIT AND THE BOTTOM OF THE LOWER CONDUIT.

S15 - UNRECORDED SANITARY CONNECTIONS

ANY UNRECORDED ACTIVE CONNECTION TO A SANITARY SEWER

ENCOUNTERED DURING CONSTRUCTION SHALL BE RECONNECTED

TO THE EXISTING SEWER, AS DIRECTED BY THE ENGINEER. THE

FOLLOWING ESTIMATED QUANTITIES HAVE BEEN INCLUDED IN THE

GENERAL SUMMARY FOR THE WORK NOTED ABOVE:

ITEM 603  6" CONDUIT, TYPE B,    L.F

S16 - Y-POLE INSTALLATION

PAYMENT FOR THE FURNISHING AND PLACING OF THE Y-POLE, WILL

S18 - SANITARY TESTING

ALL SANITARY SEWERS SHALL BE PRESSURE TESTED FOR INFIL-

TRATION AND EXFILTRATION, HAVING MAXIMUM TEST SECTIONS

OF 400 FEET.  FOR THE EXFILTRATION TEST A MINIMUM OF 2

FEET OF POSITIVE HEAD SHALL BE MAINTAINED DURING THE TEST.

A MAXIMUM 100 GAL/IN/MI/DAY IS PERMITTED.

CONTRACTOR SHALL MANDREL TEST ALL ABS OR PVC PIPE FOR

DEFLECTION A MINIMUM OF 30 DAYS AFTER INSTALLATION. TESTING

SHALL BE IN ACCORDANCE WITH ASTM D3034. THE MANDREL MUST

BE AT LEAST 95% OF THE BASE INSIDE DIAMETER OF THE PIPE.

MANHOLES SHALL BE TESTED FOR LEAKS USING THE NEGATIVE

AIR (VACUUM) METHOD. TESTING SHALL BE PERFORMED AS PER

ASTM C1244.

ALL TESTING SHALL BE PERFORMED UNDER THE SUPERVISION OF

A REGISTERED PROFESSIONAL ENGINEER OR A REPRESENTATIVE

OF THE CITY OF HEATH. THE COST OF THE ABOVE WILL BE IN-

CLUDED IN THE UNIT PRICE BID FOR THE SANITARY SEWER.

S17 - SANITARY SEWER LATERALS

ALL BACKFILL FOR SANITARY SEWER LATERALS UNDER THE EX-

ISTING OR PROPOSED STREET PAVEMENT AND WITHIN THE IN-

FLUENCE OF THE PAVEMENT SHALL BE COMPACTED GRANULAR

MATERIAL. THE REMAINING BACKFILL WITHIN THE STREET RIGHT-

OF-WAY SHALL BE COMPACTED BACKFILL PER ITEM 603, TYPE C.

PAYMENT FOR THIS WORK AND MATERIAL SHALL BE INCLUDED IN

THE UNIT BID FOR FURNISHING AND INSTALLING THE CONDUIT.

S19 ITEM 604 - SANITARY MANHOLE

SANITARY MANHOLES ARE TO BE IN ACCORDANCE WITH HEATH

STANDARD DRAWING SA-1.

PUBLIC SANITARY MANHOLE COVERS ARE TO BE THE HEATH

CUSTOM LID PER STANDARD DRAWING SA-10. ALL PRIVATE SAN-

ITARY MANHOLES SHALL BE EMBOSSED "SANITARY SEWER." MAN-

HOLES SHALL BE ADJUSTED TO GRADE USING PRECAST CONCRETE

RINGS.

S03 - MANHOLE LOCATIONS

ALL SANITARY MANHOLES SHALL BE STAKED UNDER THE DIR-

ECTION OF A REGISTERED SURVEYOR. THE STATION AND OFFSET

OF THE MANHOLES SHOWN ON THE PLANS ARE TO THE CENTER

OF THE MANHOLE BASE.

S04 - CONNECTION TO EXISTING PIPE

WHERE THE PLANS PROVIDE FOR PROPOSED CONDUIT TO BE

CONNECTED TO, OR TO CROSS EITHER OVER OR UNDER AN EXISTING

CONDUIT, IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR

TO LOCATE THE EXISTING CONDUIT BOTH AS TO LINE AND GRADE

BEFORE HE STARTS TO LAY THE PROPOSED CONDUIT.

PAYMENT FOR ALL OPERATIONS DESCRIBED ABOVE SHALL BE

INCLUDED IN THE ITEMS BID FOR FURNISHING AND INSTALLING

PIPE.

S05 - CONNECTIONS TO EXISTING MANHOLES

WHERE NEW SEWERS ARE CONNECTED TO EXISTING MANHOLES,

THE CONTRACTOR SHALL CORE DRILL ANY NEW OPENINGS INTO

THE EXISTING MANHOLE. THE PIPE TO MANHOLE SHALL HAVE A

WATER TIGHT JOINT OF A FLEXIBLE RUBBER GASKET EXPANSION

BOOT. THE CONTRACTOR SHALL THEN CLEAN THE MANHOLE OF ALL

DEBRIS BEFORE MAKING THE CONNECTION. THE CONTRACTOR SHALL

CONSTRUCT A SEMI-CIRCULAR, CONCRETE CHANNEL TO THE NEW

PIPE TO PROVIDE SMOOTH, UNINTERRUPTED FLOW THROUGH THE

MANHOLE.

PAYMENT FOR THIS WORK SHALL BE INCLUDED IN THE ITEM

BID FOR FURNISHING AND INSTALLING PIPE.

S06 - CONNECTIONS TO SANITARY SEWER SYSTEM

ROOF DRAINS, FOUNDATION DRAINS AND OTHER CLEAN WATER

CONNECTIONS TO THE SANITARY SEWER SYSTEM ARE PROHIBITED

IN THE CITY OF HEATH.

S07 - PROFILE

PROFILE IS SHOWN ALONG SEWER CENTERLINE. PROFILES ARE

NOT SHOWN ON ALL INLET CONNECTOR SEWERS.

03-2015

AT EACH MANHOLE AND AT THE END OF THE SERVICE SHALL BE

SET A Y-POLE MADE OF TIMBER NOT LESS THEN 3-INCH X 3-INCH

IN SECTION WITH THE TIMBER BEING IN GOOD CONDITION, STRAIGHT,

SOUND AND FREE FROM LARGE TO LOOSE KNOTS. THE Y-POLE

SHALL EXTEND TO A POINT 4-FEET ABOVE THE BACKFILL. THE

TOP 1-FOOT OF THE POST SHALL BE PAINTED GREEN ON ALL FOUR

SIDES. THE Y-POLE SHALL BE BRACED IN SUCH A MANNER AS TO

HOLD IT FIRMLY IN POSITION DURING BACKFILLING. IF THE Y-POLE

IS PULLED OUT OR BENT OVER, THE CONTRACTOR SHALL DIG DOWN

TO ITS END AND REPLACE OR STRAIGHTEN THE Y-POLE. THE Y-POLE

BUT NOT ON IT.

SHALL BE ADJACENT TO THE END OF THE SERVICE OR MANHOLE,

LATERAL.

BE INCLUDED IN THE UNIT PRICE FOR THE MANHOLE OR SERVICE




















































































